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Issued to:  Sargent & Greenleaf, Inc. 

1 SECURITY DR 

NICHOLASVILLE KY 40356-2159 

   

This is to certify that 

representative samples of 

 HIGH-SECURITY ELECTRONIC LOCKS, TYPE 1 

See Addendum Page for Models/Product 

   

  Have been investigated by UL in accordance with the 

Standard(s) indicated on this Certificate. 

   

Standard(s) for Safety:  Subject 2058 – High-Security Electronic Locks. 

Additional Information:  See the UL Online Certifications Directory at 

www.ul.com/database for additional information 

 
 

Only those products bearing the UL Certification Mark should be considered as being covered by UL's 
Certification and Follow-Up Service. 
 
Look for the UL Certification Mark on the product. 
 

http://ul.com/aboutul/locations/
http://www.ul.com/database
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This is to certify that representative samples of the product as specified on this certificate were tested 
according to the current UL requirements. 
 
 
High Security Electronic Lock, Type 1. Model 1004 Spinblocker for indoor use only. 
 
Model Quick Mount Keypad (6120-27XX) and Model Quick Mount Keypad (6120-28XX). The “XX” 
suffix is reserved for packaging variations and the keypad remains the same in terms of firmware, 
electronics, and mechanical construction. 
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