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3. With BOLT in pick position, insert a noil,
scrotch owl or pick into the small hole under

the SHACKLE hole ond hold up as shown in
figure 4,

NOTE: Do not remove nail or pick from hole
when SLIDE BOLT is withdrawn from BASE.
It will be needed in hole for reassembly.

STRIKE DETAIL

STRIKE NO. 12

SLIDE BOLT TO LEFY

INSERT NAIL OR PICK INTO BOLT
REMOVAL PICK HOLE.

FIG. 4

PS-75

MOUNTING DETAILS

4. Before instolling BOLT BASE on door; care-
fully readond followdrilling ond locating details
on template.

NOTE:

5. It is frequently necessary to instoll the strike
first, then position and install the bolt base-
ALWAYS ALLOW o 1/8' minimum from edge of
door. SLIDE BOLT extends beyond the face
of BOLT BASE.
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REASSEMBLY INSTRUCTIONS

6a. Insert SLIDE BOLT into BASE with nail
or pick still in hole. Slide all the way in.
(See fig. 5)
b. Remove ncil ond operate to assure proper
operation.

STRIKE NO. 15
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7. SMI181 BOLT can be locked in locked (with
BOLT extended or thrown) or in unlocked (open)
position. For meximum padlock security, it is
recommended that the SG8088 Combinatien
Padlock permitting 100,000 key-changing comb-

inotions be used with the SM181 SLIDING DEAD N OPEN PO TION

BOLT LOCKED
IN LOCKED POSITION

BOLT.
SPECIFICATIONS
Material:  Coase ond strikes—~die cost *“Zamak*’ Hasp Hole: 5/16 diameter
alloy. Bolt—-die cost **Zomok"’ with
hord steel core pins, Padlock: Not included——recommended, SG8088
Case: 5.1/4 x 1.3/4 x 1.3/8 Applico-  For right or left hand, vertical up or
tion: down or sliding sash.
Bolt: 7/16 x 1/2
Screws: No. 10 tapping screws for wood or
Bol' Throw::] me'al.

INSTALLATION DETAIL TEMPLATE
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